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1| 35/8" METAL STUDS @ 24" O.C. (STC 45)

1A| 35/8" METAL STUDS @ 16" O.C.

1B| 3 5/8" METAL STUDS @ 24" O.C. (STC 40).

1C| 6" METAL STUDS @ 24" O.C. (STC 45)

1D| 8"METAL STUDS @ 16" O.C.

1E| 10" METAL STUDS @ 24" O.C. (STC 45)

NOTE:

1F

1G

1H

1J

1K

N — BOTTOM OF STRUCTURE/DECK ABOVE
SEALANT (BOTH SIDES)

— GALVANIZED METAL STUD TRACK

li CEILING AS SCHEDULED

—— 5/8" GYPSUM WALLBOARD (TYPE "X" AT STC
RATED PARTITIONS ONLY) (1) LAYER, BOTH
SIDES OF STUDS

|~ GALVANIZED METAL STUDS
: 3" THICK ACOUSTIC BATT INSULATION,
: ; (STC RATED WALLS ONLY)

GALVANIZED METAL STUD TRACK

SEALANT, BOTH SIDES

/ g CONCRETE SLAB, SEE STRUCTURAL

10" METAL STUDS @ 24" O.C. (STC 40)

8" METAL STUDS @ 24" O.C. (STC 40)

8" METAL STUDS @ 24" O.C. (STC 45)

10" METAL STUDS @ 16" O.C.

6" METAL STUDS @ 16" O.C.

ALL TOILET ROOMS SHALL HAVE 5/8" CEMENTITIOUS BACKER
BOARD WITH CERAMIC TILE WAINSCOT. PROVIDE 5/8" MOISTURE
RESISTANT GYPSUM WALLBOARD ABOVE WAINSCOT LEVEL.

N\ TYPE "1"- PARTITION (FULL HEIGHT)

AS102 / 11/2"=1-0"

NOTE:

I Th
1| ’ BOTTOM OF STRUCTURE

}\C __ SEALANT
1
| “ ) 5/8" GYPSUM WALLBOARD ON 1 5/8"
SECONDARY MESH TR ) GALVANIZED METAL FURRING
ABOVE MASONRY | oAb [~ 5/8" GYPSUM WALLBOARD ON 3 5/8"
PORTION OF WALL —} L‘ 1 GALVANIZED METAL STUDS
\ | e ———
1
Al P
ER— | CEILING AS SCHEDULED
| %
CEILING AS W 6" CONCRETE MASONRY UNIT
SCHEDULED e : PARTITION UP TO 94", GROUT ALL
I ¥ ; CELLS SOLID, SEE STRUCTURAL FOR
T O REINFORCING AND BRACING
IR CONCRETE SLAB, SEE STRUCTURAL
] S i /ﬁ

6 | 6"CMU, 3 5/8" GALVANIZED METAL STUDS AND 1 5/8" GALVANIZED
METAL FURRING @ 16" O.C.

1. ALL TOILET ROOMS SHALL HAVE 5/8" CEMENTITIOUS BACKER BOARD
WITH CERAMIC TILE WAINSCOT. PROVIDE 5/8" MOISTURE RESISTANT
GYPSUM WALLBOARD ABOVE WAINSCOT LEVEL.

2. SECURITY MESH: CARBON STEEL 0.688" SWD X 1.782" LWD, 0.75 LBS
PER SQ. FEET, 73% OPEN AREA. ATTACH WITH ONE-WAY SCREWS OR
MANUFACTURERS SERCURITY ATTAHCMENT CLIP SYSTEM

SECURE SIDE

2A

3 5/8" METAL STUDS @ 16" OC.

6" METAL STUDS @ 16" O.C.

NOTE:

SEALANT, BOTH SIDES

METAL SECURITY LATH

|~ CEILING AS SCHEDULED

¥ 5/8" GYPSUM WALLBOARD

) BOTTOM OF STRUCTURE/DECK ABOVE

—— GALVANIZED METAL STUD TRACK

(1) LAYER, BOTH SIDES OF STUD

NON-SECURE SIDE

GALVANIZED METAL STUDS

METAL SECURITY LATH

2B

2C

2D

—— GALVANIZED METAL STUD TRACK
b~ .~ CONCRETE SLAB, SEE STRUCTURAL

8" METAL STUDS @ 16" O.C.

10" METAL STUDS @ 16" O.C.

3 5/8" METAL STUDS @ 16" OC, 5/8" GYPSUM
WALLBOARD ON ROOM SIDE ONLY

1. ALL TOILET ROOMS SHALL HAVE 5/8" CEMENTITIOUS BACKER
BOARD WITH CERAMIC TILE WAINSCOT. PROVIDE 5/8" MOISTURE
RESISTANT GYPSUM WALLBOARD ABOVE WAINSCOT LEVEL.

2. SECURITY MESH: CARBON STEEL 0.688" SWD X 1.782" LWD, 0.75 LBS
PER SQ. FEET, 73% OPEN AREA. ATTACH WITH ONE-WAY SCREWS OR
MANUFACTURERS SERCURITY ATTAHCMENT CLIP SYSTEM

2\ TYPE "2"- PARTITION, SECURITY (FULL HEIGHT)

AS102 / 11/2"=1-0"

SEALANT, BOTH SIDES

CEILING AS SCHEDULED J

CEILING

:

MIN. ABO

5/8" TYPE "X" GYPSUM WALLBOARD
ON GALVANIZED METAL FURRING
AS SCHEDULED

s\ TYPE "6" - CMU PARTITION- PHARMACY WINDOW

7 | NOT USED

NOTE:

BOTTOM OF STRUCTURE

ONLY

8" GALVANIZED @ 24" O.C. WITH 5/8"
TYPE "X" GYPSUM WALLBOARD ON
BOTH SIDES WITH 3" THICK SOUND
BATT INSULATION

\¥
\\ SECURITY LATH, SECURITY PARTITIONS
e

g

CONCRETE MASONRY UNIT, GROUT ALL CELLS

SOLID, SEE STRUCTURAL FOR REINFORCING

/ CONCRETE SLAB, SEE STRUCTURAL

7p| 8" CMU/ 8" GALVANIZED METAL STUDS @ 24" O.C. (STC 45)
W/ 1 5/8" GALVANIZED METAL STUDS @ 16" O.C.

STUDS @ 16" O.C. ON BOTH SIDES.

1. REFER TO STRUCTURAL DWGS FOR REINFORCING

2. EXPOSED CMU TO BE ON MECH. AND/OR ELECTRICAL
ROOM SIDE PAINTED, SEE FINISH SCHEDULE.

N\ TYPE"7" - CMU PARTITION

AsS102 J 11/2"=1-0"

AS102 J 11/2"=1-0"

\\ \V— GALVANIZED METAL STUD BRACE TO

STRUCTURE AT 48" O.C.

»
‘

\p CEILING AS SCHEDULED

5 5/8" GYPSUM WALLBOARD (TYPE "X" AT STC
k RATED PARTITIONS ONLY) (1) LAYER, BOTH
SIDES OF STUDS

% GALVANIZED METAL STUDS

—— 3" THICK ACOUSTIC BATT INSULATION, (STC RATED WALLS
ONLY)

—— GALVANIZED METAL STUD TRACK
SEALANT, BOTH SIDES

’ / CONCRETE SLAB, SEE STRUCTURAL

3 | 35/8"METAL STUDS @ 24" O.C. (STC 40) 3D| 10"METAL STUDS @ 16" O.C.

3A| 35/8"METAL STUDS @ 16" O.C. 3E| 10METAL STUDS @ 24" O.C. (STC 40)

3B| 6"METAL STUDS @ 16" O.C. 3F | 35/8"METAL STUDS @ 16" O.C. W/ 5/8"
GYPSUM WALLBOARD ON ROOM SIDE ONLY

3C| 8"METAL STUDS @ 16" O.C.

NOTE:

ALL TOILET ROOMS SHALL HAVE 5/8" CEMENTITIOUS
BACKER BOARD WITH CERAMIC TILE WAINSCOT. PROVIDE
5/8" MOISTURE RESISTANT GYPSUM WALLBOARD ABOVE
WAINSCOT LEVEL.

3\ TYPE "3" - PARTITION, (TO ABOVE CEILING)

SEALANT, BOTH SIDES

5/8" TYPE "X" GYPSUM
WALLBOARD

LEAD SHEET FOR

BOTTOM OF STRUCTURE/DECK ABOVE

— GALVANIZED METAL STUD TRACK

~—— 5/8" GYPSUM WALLBOARD (TYPE "X" AT STC
5 RATED PARTITIONS ONLY) (1) LAYER, BOTH
LN SIDES OF STUDS

RADIOLOGY EQUIPMENT SIDE OF WALL

RADIATION SHIELDING
(FLOOR TO CEILING)

5 | 4"METAL STUDS @ 16" O.C.

5A| 10"METAL STUDS @ 16" O.C. (WALL

EXTENDS UP TO 4" ABOVE HIGHEST
CEILING)

58| 4"METAL STUDS @ 16" O.C. (WALL

EXTENDS UP TO 4" ABOVE HIGHEST
CEILING)

GALVANIZED METAL STUD TRACK

}: ﬁ CONCRETE SLAB, SEE STRUCTURAL

GENERAL NOTES

1. SEAL ALL HOLES, PENETRATIONS AND TERMINATIONS IN STC, SECURITY
AND FULL HEIGHT PARTITIONS.

2. REFER TO WALL SECTIONS AND PLAN DETAILS FOR SPECIFIC WALL
DIMENSIONS TO COLUMN LINE.

3. PROVIDE DEFLECTION TRACK AT TOP OF METAL STUD PARTITIONS THAT
EXTEND TO ROOF DECK OR STRUCTURE.

4. ALL COMM ROOMS #A08 & D20 SHALL HAVE 3/4" FIRE RETARDANT TREATED
PLYWOOD ON ALL WALLS UP TO 8'-0"HIGH A.F.F.

s\ TYPE "5"- LEAD SHIELDED PARTITION

AS102 / 11/2"=1-0"

S~ BOTTOM OF STRUCTURE

SEALANT BOTH SIDES
‘{'\ SECURITY LATH, SECURITY PARTITIONS

s : ONLY
$ 9-4" A.F.F. & 6" GALVANIZED METAL STUDS @ 24" O.C.

WITH 5/8" GYPSUM WALLBOARD (TYPE "X"
AT STC RATED PARTITONS ONLY) ON
BOTH SIDES WITH 3" THICK SOUND BATT
INSULATION

CONCRETE MASONRY UNIT, GROUT ALL CELLS
SOLID SEE STRUCTURAL FOR REINFORCING

/ CONCRETE SLAB, SEE STRUCTURAL

7c| 8"CMU/ 8" GALVANIZED METAL STUDS @ 24" O.C.
(SECURITY PARTITION) W/ 1 5/8" GALVANIZED METAL

8 8" CMU WITH 6" GALVANIZED METAL STUDS @ 24" O.C. (STC 45-
SECURITY PARTITION) WITH 5/8" TYPE :"X". WALLBOARD ON BOTH
SIDES AND 3" THICK SOUND BATT INSULATION

NOTE:
1. REFER TO STRUCTURAL DWGS FOR REINFORCING.

2. EXPOSED CMU TO BE PAINTED. SEE FINISH SCHEDULE.

s\ TYPE "8" - CMU/ GALVANIZED METAL STUD PARTITION

AS102 / 11/2"=1-0"

,ﬁ CONCRETE CAP, SEE STRUCTURAL

—_—

CEILINGAS | .
SCHEDULED

‘—:5"’:’_1 i ) bbb ———
R | “— CEILING AS SCHEDULED

5/8" GYPSUM WALLBOARD ON GALVANIZED

METAL FURRING AS SCHEDULED

AsS102 / 11/2"=1-0"

f;{\.’: REINFORCED CONCRETE MASONRY UNIT, SEE
— STRUCTURAL FOR REINFORCING

CONCRETE SLAB, SEE STRUCTURAL

8" CMU (VAULT WALL) W/ 1 5/8" GALVANIZED METAL STUDS @

16" O.C.

NOTE:

REFER TO STRUCTURAL DWGS FOR REINFORCING

9\ TYPE "9" - REINFORCED CMU VAULT WALLS

AS102 / 11/2"=1-0"

O 4" 8" 1 |_4"

e —

SCALE: 1 1/2" = 1'-0"
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